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(57) ABSTRACT

Described is a method and system that facilitates triage of
thousands to millions of potential patients within a relatively
short period of time by scanning of a substrate of a designated
card issued to a victim. The method and the system comprise
aplurality of noninvasive self-testing test devices located at a
plurality of remote peripheral self-testing sites, and each one
of the plurality of noninvasive self-testing test devices facili-
tates self-testing of the substrate of the designated card. Each
of the plurality of noninvasive self-testing test devices pro-
vides test results of the scan of the substrate of the designated
card, and the potential patients are identified, then subse-
quently screened and triaged based upon the test results of the
scan of the substrate of the designated card.

21 Claims, 11 Drawing Sheets
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RADIATION EXPOSURE SELF TEST
(REST)—OPTIMIZED PERSONAL
DOSIMETRY AND KIOSK FOR RELIABLY
INDICATING EXPOSURE TO RADIATION

CROSS-REFERENCE TO RELATED
APPLICATIONS

This is a non-provisional patent application of U.S. Provi-
sional Application No. 61/878,332, filed on Sep. 16, 2013.

BACKGROUND OF THE INVENTION

(1) Field of the Invention

The present invention relates to a radiation exposure test
and, more particularly, to a system and a method for a radia-
tion exposure self-test (REST) that provides a near real-time,
rapid and accurate indication of radiation exposure.

(2) Description of Related Prior Art

Billions of dollars are spent in the development of medical
and nonmedical countermeasures that are directed at coun-
teracting the consequences of an intentional attack by an
improvised nuclear device. As is well known in the art, when
a victim/patient is exposed to ionizing radiation, such as that
emitted as a result of the intentional detonation of a nuclear
device, it is highly advantageous to administer medical coun-
termeasures and/or medical treatment as close to the time of
exposure as possible. That is, it is generally acceptable and
advisable to administer such medical countermeasures and/or
medical treatment to counteract exposure to radiation within
24 hours so as to increase the probability that such medical
countermeasures and/or medical treatment will decrease
morbidity and mortality of potential patients. Personal
dosimetry is of particular importance as direct in-vivo or
direct physiological indicators, at present time, with current
technology measure delayed manifestations such as chromo-
somal aberrations and white blood cell counts. In fact, even
people who will eventually die from ARI in the hours and
days after exposure will be asymptomatic and without sig-
nificant physical complaints in the first few days after expo-
sure, thereby missing the time frame when medical counter
measures (MCM) would be most effective.

It is contemplated that detonation of an improvised nuclear
device, within an urban area, could easily impact over 1
million potential patients as cited in the DHS planning sce-
narios. It is to be appreciated that up to ten or more times that
number of victims may actually show up for testing. Such
detonation would result in immediate deaths due to traumatic
injuries, burns and acute radiation illness. Widespread
destruction could lead to panic and civil unrest. Radioactive
contamination and continued exposure, through ingestion
and inhalation of radioactive particles, would present ongo-
ing medical and environmental issues. There also could be a
significant loss of critical infrastructure such as command and
control, hospital and resource buildings, communications,
power, and water due to immediate destruction, contamina-
tion and electromagnetic pulse damage, thereby limiting, or
severely hindering at the very least, the ability of the local,
state and federal authorities to provide necessary care for the
potential patients in need of life-saving medical intervention
and/or treatment.

It is further recognized that popular and urgent national
research objectives to obtain in-vivo measurements in finger-
nails and teeth are fundamentally and significantly flawed.
For example, in terms of obtaining accurate and timely mea-
surements in the in-vivo environment and the sub-optimal
nature of the matrices, it is highly unlikely that these systems
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will be utilized effectively in a true mass casualty incident,
and the measurements obtained are not a direct measurement
of physiological response, rather a measurement of sub-
atomic changes occurring within inert materials within the
body. This enormous effort to ‘over build,” fueled by mis-
guided perceptions, is truly a national crisis that is adding
millions of dollars to the national budget and is causing delays
in the development of a system that would potentially save
countless lives in the event that a nuclear mass casualty inci-
dent were to occur.

A significant amount of the current effort underway is
focused on developing technologies that take in-vivo mea-
surements from, either a tooth or fingernails. In-vivo versus
in-vitro testing is usually done to determine the clinical
impact on a living organism bases on the actual response of
the body or tissue, for example. In the case of in-vivo mea-
surement of teeth or fingernail(s), there is no direct indication
of clinical response of the body that could not be obtained
from an external measurement of a driver’s license, a credit
card or some other measurable material carried in close prox-
imity to the body of an individual. This distinction, by itself
could save many billions of dollars in the final costs of imple-
menting, development, building, deploying and eventual
FDA approval thereby leading into a new area of measure-
ment that would be more cost effective, faster, portable and
provide the same information. A desired system will quickly
identify potential patients in a non-invasive manner in a much
shorter period of time.

In public health, the term “herd immunity” is used to
describe a large enough group that has become immune—
usually through vaccination—so that the few members that
are not vaccinated have an extremely unlikely chance that
they will ever come in contact with an infected member,
therefore, halting the spread of an infectious disease. With
radiation exposure, the term “herd exposure” could be uti-
lized. In this case, by measuring enough potential patients
within a certain area, via a rapid self-test procedure, then at
some point, a determination could be made that within this
group, testing can be discontinued with confidence that no
immediate medical care needs to be given or, at the other
extreme, that more medical resources are required to be
moved to a specific area based on the number of positive tests.

During the time of such a nuclear detonation or any other
similar mass disaster, it is believed that there will be a signifi-
cant need to accurately identify, screen, triage, and gather
data from thousands, if not hundreds of thousands, or millions
of potential patients over a very short period of time, opti-
mally 24 hours.

Further, there may also be a need to identify, screen, then
triage the entire population of citizens residing within a cer-
tain radius (e.g., a 2 mile radius, a 5 mile radius, a 10 mile
radius, a 20 mile radius, etc., depending upon the size of the
nuclear detonation and environmental conditions) of ground
zero of the nuclear detonation in order to determine which
potential patients require immediate medical attention and
which potential patients, due to either limited, minimal or
possibly no exposure to the radiation, may defer medical
attention or receive the necessary support or preventative
treatment within a few days or possibly a few weeks, for
example, or may not require any medical countermeasures,
medical treatment or any attention atall. Moreover, given that
the population that may be affected by such a mass disaster
could conceivably amount to 1 million or more potential
patients, the current medical screening and triage processes
are generally unacceptable and insufficient to handle such a
large volume of potential patients within such a short duration
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oftime, e.g., within 24 or 48 hours, for example, of the nuclear
detonation or some other similar disaster.

A mean lethal dose of radiation, which typically kills 50%
of human beings within sixty (60) days, is a whole-body
radiation dose of typically between 3.25 to 4 Gy when, fol-
lowing exposure to such radiation, the victim/patient does not
receive any medical care or treatment. However, if the victim/
patient receives medical care and attention, such as myeloid
cytokines, G_CSF, supportive care, antibiotics, anti-nausea
medicines, bone marrow transplants, for example, following
whole body exposure to radiation of a dose greater than about
2-3 Gy, then the patient has a higher probability of surviving
such radiation exposure. The ability to rapidly self test indi-
vidual patients within a very short period of time, i.e., 15
seconds per test per person would allow near real time allo-
cation and distribution of resources to the patients most
requiring urgent care. Further, depending on available
resources, it is generally accepted that a whole-body dose of
radiation of greater than 8-10 Gy is likely to be lethal to any
victim/patient in a mass casualty setting.

Researchers are currently developing and testing equip-
ment to measure dose levels in the tooth enamel and finger-
nails of potential patients of a radiological or a nuclear catas-
trophe, including a terrorist attack. At present, such test
equipment is relatively large, bulky, sensitive to vibrations
and temperature, difficult to operate, subject to in-vivo varia-
tions, and victin/patient movement. Each measuring device
must be operated by specifically trained personnel, and typi-
cally requires a scan or data acquisition time of over 5-10
minutes. In addition, the additional time associated with
removing the previous victim/patient, fitting new victim/pa-
tient, removing and putting on a new pair of gloves, gathering
and adding disposables, readjusting tooth or fingernail place-
ment, taking additional universal precautions against infec-
tious disease and allowing additional time for patient move-
ment and re-test if the patient moves significantly during the
test procedure, could bring the total cycle time for each
patient to typically between at least 10-15 minutes. Many
times the patient must be rescanned in order to obtain more
accurate data and assess confounding factors such as discol-
orations, moisture content, recent fingernail clipping and co-
existing illness, for example. Infant or younger pediatric
patients who may also be preferentially exposed, would typi-
cally be unable to remain still for such long scan times or may
not have sufficiently developed teeth (for example, deciduous
teeth may be too small for an accurate measurement). Like-
wise, elderly patients or those with significant prior dental
work may not be eligible for this test and are less likely to
accurately describe symptoms. Lastly, the associated test
equipment is fairly expensive, with an estimated cost of sev-
eral hundred thousand dollars, and, as noted above, is deli-
cate, large and requires specially trained personnel to operate.

Even if the current in-vivo fingernail or tooth test equip-
ment were operationally viable, and logistically consider-
ations such as high replacement and storage costs were appro-
priately addressed, the difficulty of moving delicate and bulky
equipment, expendables, such as magnetic coils, plastic cov-
erings, OSHA protections, gloves, gowns, masks, and other
supplies, become very expensive and time consuming. Aside
from the mentioned concerns, current in-vivo fingernail or
tooth dosimetry still has limited capability for assisting in the
screening and triage of many hundreds of thousands or mil-
lions of victims/patients in a clinically meaningful time
frame. Such equipment can only test approximately 4 patients
per hour that translates to about 48 patients per day and 96
patients over the course of two days. This time frame is too
long, and would limit the number of patients able to receive
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care within the time when it is highly recommended for
medical treatment for radiation exposure. Further illness and
death would result from delays in decontamination, evacua-
tion and supportive care. Accordingly, such test equipment is
unacceptable for assisting with the screening and triaging of
many hundreds of thousands of potential patients who would
likely be seeking testing after a large-scale radiological event.

Generally speaking, there is a concern relating to two types
of'exposure: acute and chronic. An acute exposure is a single
accidental exposure to a high dose of ionizing radiation over
a short period of time directly resulting in acute radiation
illness when exposure is high enough. An acute exposure has
the potential for producing both nonstochastic and stochastic
effects. Chronic exposure, which is also sometimes called
“continuous exposure,” is long-term, low level overexposure.
Chronic exposure may result in stochastic health effects and
is likely to be the result of improper or inadequate protective
measures. As is well known in the art, there are three basic
ways of controlling exposure to harmful radiation, namely, 1)
limiting the time spent near a source of radiation, 2) increas-
ing the distance away from the source, 3) and using shielding
to stop or reduce the level of radiation. In addition, the radia-
tion dose is directly proportional to the time spent in the
radiation. Therefore, a victim/patient should not stay at or
near a source of radiation any longer than is absolutely nec-
essary. The following equation can be used to make a simple
calculation to determine the dose that will be or has been
received in a radiation area.

Dose=Dose RatexTime.

It is to be appreciated that increasing distance from the
source of radiation will reduce the dose of ionizing radiation
received by a victim/patient. That is, as the radiation travels
from the source, the radiation spreads out and becomes less
intense. This phenomenon can be expressed by an equation
known as the inverse square law, which states that as the
radiation travels out from the source, the dosage decreases
inversely with the square of the distance.

Inverse Square Law: I,/1,=D»%/D,>

As noted above, shielding is a way to reduce exposure to
radiation. Generally, the denser the shielding material is, the
greater the protection that will be provided by the shielding
material. For example, depleted uranium and other heavy
metals, like tungsten, are very effective in shielding radiation
because their tightly packed atoms make it difficult for radia-
tion to travel through the material without interacting with the
atoms. Lead and concrete are the most commonly used radia-
tion-shielding materials primarily because they are easy to
work with and are readily available materials. Concrete is
commonly used in the construction of radiation vaults.

As evident above, a continuing need exists for a radiation
exposure self-test that will provide a near real-time, rapid and
accurate indication of radiation exposure.

SUMMARY OF INVENTION

Wherefore, it is an object of the present invention to over-
come the above-mentioned shortcomings and drawbacks
associated with currently available prior art indicating, and
screening and triaging systems, methods and techniques.

Another object of the present invention is to provide a
portable, noninvasive self-testing test device and method that
permits a significant number of victims/patients to self-screen
themselves, e.g., self-screen a fingernail within a relatively
short duration of time, e.g., within less than 1 minute (total
cycle time) and more preferably self-screen themselves uti-
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lizing an Optimized Personal Dosimeter (OPD) in about
10-20 seconds while still obtaining reliable test results con-
cerning each such patient’s exposure to radiation.

Still another object of the present invention is to incorpo-
rate the noninvasive self-testing test device, e.g., such as a
fingernail, a driver’s license, both non-invasive into a light-
weight, portable kiosk that can be regionally staged and
readily transported to a desired location for use. Preferably,
the kiosk will have multiple power options including battery-
operated as well as have wireless telecommunication capa-
bilities so that the noninvasive self-testing test device is able
to operate without being supplied with electrical power or
hard wire for communication.

A further object of the present invention is to quickly
provide the victim/patient substantially instantaneously with
his/her self-testing results in a way that is easily and readily
visible to the victim/patient and the treating medical person-
nel, upon completion of the self-testing test, so that the vic-
tim/patient can be informed as to whether immediate medical
countermeasures and/or medical treatment is required for the
victim/patient or whether medical countermeasures and/or
medical treatment can be delayed for a relatively short dura-
tion of time, e.g., a few days to a week or so, so as to permit
the other, more seriously irradiated potential patients, to be
treated first. This will allow the patient to make an informed
decision regarding their care utilizing the readings that are
readily available.

A primary object of the present invention is to provide a
system and a method that assists with self-testing by the
potentially exposed potential patients so as to free up the
limited available nonmedical and medical staff, medical
equipment, countermeasures, transportation resources, hos-
pital beds, etc., so that the nonmedical and medical staff can
devote their attention to administering medical countermea-
sures and/or medical treatment to the potential patients
requiring immediate medical attention.

Yet another object of the present invention is to provide
substantially instantaneous results, to the self-screened vic-
tim, so that a majority of the population, who may have only
been exposed to clinically minimal doses of ionizing radia-
tion (e.g., less than about 1-2 Gy for example) can be placed
at ease and thereby minimize the possibility of public panic
and civil unrest that would otherwise accompany a nuclear
detonation, or a similar destabilizing disaster.

A further embodiment of the system should be to measure
and record the lower doses of less than 2-4 Gy in increments
ofapproximately 0.1 Gy to support military combat readiness
and deployment decisions and non military exposures for
long term follow-up, and continued monitoring for continu-
ing exposure or re-exposure.

A still further object of the present invention is to quickly,
reliably and accurately facilitate self-testing of the exposed
and potentially exposed population so that the potentially
exposed population can be readily and quickly segregated and
triaged into at least two of groups, namely (1) a first group of
potential patients who were exposed to a clinically significant
dose of ionizing radiation (e.g., exposed to a dose of ionizing
radiation greater than 2 Gy, for example, and thus most likely
require immediate medical countermeasures and/or medical
treatment), and (2) a second group of potential patients who
were not exposed to a clinically significant dose of ionizing
radiation (e.g., only exposed to a dose of ionizing radiation
less than 1-2 Gy, for example and thus most likely do not
require any immediate medical countermeasures and/or
medical treatment. In this way, the available medical
resources, in near real time, (e.g., the medical and support
personnel, the medical countermeasures, the medicines, etc.)
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can be more efficiently and expeditiously utilized for treating
only patients exposed to a clinically significant dose of ion-
izing radiation and thereby increasing the probability that a
majority of those treated patients may successfully respond to
the administered medical countermeasures and/or medical
treatment. That they do not require immediate medical care
may assist with maintaining evacuation and facilitate direct-
ing necessary potential patients to local hospitals, shelters and
Red Cross sites and the like. This also facilitates real time
allocation of available resources based on the number of
victim/patient self-screened, the medical doses and addi-
tional resources administered/utilized for such exposed
potential patients.

A further object of the invention is to provide a vast major-
ity of citizens with an optimized card (e.g., a driver’s license,
avoter ID card, an employee ID card, a college/student ID, a
bank or other credit card, a dog tag, etc.) that will generally be
carried within the general population a majority of the time
and contains a substrate embedded in the plastic matrix,
added as an additional layer of film, strip, pellet or area of
dense concentration, that is designed to absorb and retain
varied radiation exposure and change physical characteristics
so that such substrate can be an accurate indicator of the dose
of'ionizing radiation that the potential victim/patient has been
exposed to acutely and over the lifetime of the victim. The
substrate/matrix could also maximize measurement of differ-
ent particles or energy levels seen in radiological exposures,
and previous exposure readings will be stored for lifetime
cumulative doses or environmental or occupational exposure.

Still another object of the present invention is to incorpo-
rate the noninvasive self-testing test device, according to the
present invention, into a relatively lightweight, easily deploy-
able and portable kiosk (e.g., preferably weighing less than 30
pounds and more preferably weighing about 10 pounds or
less) of which a majority of the population is quite familiar
with and can be readily used to administer the self testing of
the potential victim/patient in a quick and convenient manner.
All of the associated components, including a suitable power
supply such as a battery as well as a wireless transmission
transmitter and receiver, are contained within the kiosk and
thereby this facilitates ease of transport and set up by person-
nel.

Yet another object of the present invention is to provide
each of the noninvasive self-testing test devices with the
number of power imports to facilitate either recharging of the
internal power supply or battery and/or the continuous supply
of electrical power thereto.

A still further object of the present invention is to facilitate
ease of cleaning of the noninvasive self testing test device,
following each use, so as to prevent or minimize generation of
any false reading(s). Further, each noninvasive self-testing
test device will have the capability of verifying and calibrat-
ing the test results to facilitate further triaging of each victim/
patient following self-testing by the noninvasive self-testing
test device.

Another object of the present invention is to incorporate a
magnetic strip, a chip or some other conventional informa-
tional, visual or data/electronic storage mechanism or device
on or into the OPD so that such information or data can be
easily and accurately read during the self-testing, and thereby
provide medical personnel with the desired relevant informa-
tion relating to the potential victim/patient, e.g., the street
where the victim/patient resides, the sex of the victim/patient,
the year in which the victim/patient was born, etc., without
violating any of the Health Insurance Portability and
Accountability Act of 1996 (HIPAA) Privacy and Security
Rules and Laws. Such information may be very useful in
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determining an area or areas of a city, town or region in which
a majority of the population was exposed to a clinically suf-
ficient dose of ionizing radiation so that such information
may be utilized to assist with triaging of any victim(s)/
patient(s) who did not have his/her designated card in his/her
possession at the time of possible exposure to radiation. Such
victim/patient can then merely indicate where he/she was
located, at the time of the incident, and the medical personnel
can then make an educated determination of whether or not
either immediate medical countermeasures and/or medical
treatment are required for such victim/patient or whether such
medical countermeasures and/or medical treatment may be
delayed. Itis important to note that due to the EMP of a blast,
embedded chips and other infrastructure may be damaged
and therefore each kiosk reading may be limited to the expo-
sure reading only from the OPD.

Still another object of the present invention is to facilitate
communication (e.g., preferably wireless communication or
by direct connection via electrical wires) between each one of
the noninvasive self-testing test devices and a wireless control
center to facilitate the exchange of information as well as
facilitate control and/or modification of the radiation thresh-
old of each one of the self-testing test devices, in real-time, so
as to facilitate more efficient triaging and allocation of
resources of the potential patients which may have been
exposed to radiation.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated in
and constitute a part of the specification, illustrate various
embodiments of the invention and together with the general
description of the invention given above and the detailed
description of the drawings given below, serve to explain the
principles of the invention. It is to be appreciated that the
accompanying drawings are not necessarily to scale since the
emphasis is instead placed on illustrating the principles of the
invention. The invention will now be described, by way of
example, with reference to the accompanying drawings in
which:

FIG. 1 is a diagrammatic perspective view of a designated
card containing a first substrate of retaining and indicating
any exposure to high-energy radiation and a second substrate
capable of retaining and indicating any exposure to low-
energy radiation, with an integral magnetic strip;

FIG. 1A is a diagrammatic perspective view of a desig-
nated card that has a combined substrate containing both a
first substrate capable of retaining and indicating any expo-
sure to high-energy radiation and a second substrate capable
of retaining and indicating any exposure to low-energy radia-
tion, with an integral magnetic strip;

FIG. 2 is a diagrammatic front elevational view showing a
slight variation of the designated card, according to the
present invention, and FIG. 2A is a right side elevational view
of FIG. 2;

FIG. 3 is a diagrammatic view of a noninvasive self-testing
test device, according to the present invention, in a first load-
ing position for receiving the designated card that contains
both the first and the second substrates, for self screening to
provide a reliable indication of whether or not the victim/
patient to whom that designated card was issued, was exposed
to a clinically sufficient dose of ionizing radiation;

FIG. 3A is a diagrammatic view of the noninvasive self-
testing test device, according to the present invention, in a
second scanning position in which the designated card is
inserted within the noninvasive self-testing test device for
determining exposure of the first and/or second substrates to
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radiation and simultaneously reading the magnetic strip con-
tained on the card—the measurement device may be, for
example, an electron spin resonance spectrometer, an optical
spectrometer, or a MOSFET-based electronic dosimeter;

FIGS. 4, 4A and 4B respectively show an alternative
embodiment of the noninvasive self-testing test device,
according to the present invention, in a first loading position
for receiving the designated card, in a second scanning posi-
tion for scan the data contained on a conventional magnetic
strip, and in a third reading position for scanning, via a radia-
tion detection head, of the radiation exposure of the desig-
nated card;

FIG. 5 is a diagrammatic view of showing a location where
a nuclear detonation, e.g. a nuclear event, occurred and a
radiussed area, a safe distance away from the nuclear detona-
tion, diagrammatically showing a plurality of peripheral sites
that were temporarily set up to assist potential patients with
self-testing of their designated cards to determine exposure of
his/her first and/or the second substrates, contained on or
incorporated into the designated card, for determining
whether or not such victim/patient was exposed to a clinically
sufficient dose of ionizing radiation;

FIG. 6 is a diagrammatic view showing a typical arrange-
ment for one of the plurality of peripheral sites in which each
site is equipped with a plurality of the kiosk style noninvasive
self-testing test devices to assist each potential victim/patient
with self-testing of his/her designated card to determine the
exposure of the first and/or second substrates (contained on
the designated card of the victim) to radiation and assist with
evacuating, sheltering and triaging all of the potential patients
being self-screened into at least two groups of patients, and
possibly three or four groups; and

FIG. 7 is a diagrammatic depiction of a medical treatment
area, either located as part of, adjacent to or not far from one
or more of the plurality of peripheral triage sites, to which the
potential patients who were determined as being exposed to a
clinically significant dose of radiation are directed for admin-
istration of medical treatment.

DETAILED DESCRIPTION

The present invention relates to a radiation exposure test
and, more particularly, to a system and a method for a radia-
tion exposure self-test (REST) for exposure to ionizing radia-
tion that, when compiled with clinical presentation, environ-
mental, demographic, and other population readings, will
provide a near real-time, rapid and accurate indication of
radiation exposure. The following description is presented to
enable one of ordinary skill in the art to make and use the
invention and to incorporate it in the context of particular
applications. Various modifications, as well as a variety of
uses in different applications will be readily apparent to those
skilled in the art, and the general principles defined herein
may be applied to a wide range of aspects. Thus, the present
invention is not intended to be limited to the aspects pre-
sented, but is to be accorded the widest scope consistent with
the principles and novel features disclosed herein.

In the following detailed description, numerous specific
details are set forth in order to provide a more thorough
understanding of the present invention. However, it will be
apparent to one skilled in the art that the present invention
may be practiced without necessarily being limited to these
specific details. In other instances, well-known structures and
devices are shown in block diagram form rather than in detail,
in order to avoid obscuring the present invention.

The reader’s attention is directed to all papers and docu-
ments which are filed concurrently with this specification and
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which are open to public inspection with this specification,
and the contents of all such papers and documents are incor-
porated herein by reference. All the features disclosed in this
specification, (including any accompanying claims, abstract,
and drawings) may be replaced by alternative features serving
the same, equivalent or similar purpose, unless expressly
stated otherwise. Thus, unless expressly stated otherwise,
each feature disclosed is one example only of a generic series
of equivalent or similar features.

Furthermore, any element in a claim that does not explic-
itly state “means for” performing a specified function, or
“step for” performing a specific function, is not to be inter-
preted as a “means” or “step” clause as specified in 35 U.S.C.
Section 112, Paragraph 6. In particular, the use of “step of” or
“act of” in the claims herein is not intended to invoke the
provisions of 35 U.S.C. 112, Paragraph 6.

Before describing the invention in detail, first an introduc-
tion provides the reader with a general understanding of the
present invention. Finally, specific details of the present
invention are provided to give an understanding of the spe-
cific aspects.

(1) Introduction

The present invention relates to a Radiation Exposure Self-
Test (REST) and method for facilitating reliable noninvasive
kiosk based self-testing of multiple potential patients to deter-
mine which of those potential patients were exposed or con-
tinue to be exposed to a clinically sufficient dose of ionizing
radiation from an nuclear detonation, radiological dispersal
device, or other intentional, accidental nuclear or radiological
event.

The system and method provides a direct physical indica-
tor self-test for exposure to ionizing radiation that, when
compiled with clinical presentation, environmental, demo-
graphic, and other population readings will provide a near
real-time, rapid and accurate indication of exposure. Rapid
evaluation of exposure to radiation can help quickly deter-
mine how many potential patients/victims were exposed to a
sufficient dose of penetrating radiation so as to warrant imme-
diate life saving medical treatment to prevent, or minimize,
the impact of Acute Radiation Syndrome (ARS) and the
Delayed Effects of Acute Radiation Syndrome Exposure
(DEARE). After identifying and evacuating those who have
been exposed to dangerous levels or radiation, first respond-
ers can evacuate or shelter the remaining potential patients/
victims, who do not require immediate treatment, or identi-
fying patients who require palliative and supportive care due
to exposure of an excess dose of radiation.

Kiosk based self-directed measurements of an enhanced
identification card that has been optimized to be able to be
used as a measurement of radiation exposure by Rapid Scan
enhanced micro-electron spin resonance (micro ESR), will
greatly decrease the time of the overall process in assessing
who has been exposed to a hazardous level of radiation.
Analysis will also include environmental factors, plume
analysis, intelligence, blast area assessment, and other physi-
cal indicators including field, dosimeter readings, clinical
signs and symptoms, medical screening and triage with even-
tual medical diagnosis. Data collected in near real time will be
incorporated into Medical Triage, Electronic Medical
Records, and the Incident Command System in order to most
efficiently treat the greatest number of potential patients
within the shortest possible time period aiming to identify,
then screen and triage all patients and provide treatment
within a clinically significant time, with the available
resources. In certain high-risk communities, countries, and
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urban areas or during periods of increased threat levels,
(REST) units can be deployed or continuously operated for
faster response time.

Although current art (Patel) describe bulk batching of cards
for rapid reading, and self-read colorimetric cards, these are
limited by cost, environmental influences, personal interpre-
tations, life span, electromagnetic pulse vulnerability, and the
logistical difficulties of separating the potential patient physi-
cally from the privately purchased colorimetric card. The
REST Kiosk with OPD systems represent monumental
advances from the current art in personal dosimetry and
response to overwhelming mass casualty events. Self-testing
allows results to be directly given to the potential patient
within seconds after OPD insertion into the REST Kiosk, as
well as immediate caching of data and downloading when
networking is available.

Further details of the REST system according to the prin-
ciples of the present invention are provided below.

(2) Specific Details of the Invention

The present invention will be understood by reference to
the following detailed description that should be read in con-
junction with the appended drawings. It is to be appreciated
that the following detailed description of various embodi-
ments is by way of example only and is not meant to limit, in
any way, the scope of the present invention.

Turning now to FIG. 1, a brief description concerning the
various components of the present invention will now be
briefly discussed. As can be seen in this figure, a designated
card 2 is generally in the shape of a driver’s license, a voter ID
card, a credit card or similar identification card normally
carried by a potential victim/patient during the course of
his/her day, or possibly a button or another piece of clothing
which is worn regularly by the potential victim/patient. Pref-
erably, the designated card 2 is a government issued picture
identification card, such as a driver’s license, a voter ID card,
etc., or possibly a bank card, a credit card, a gift card, a
college/student ID card, or the like, which also contains a
conventional magnetic strip, a computer chip, or some other
conventional information or data storing device 4 that con-
tains desired demographic information concerning the poten-
tial victim/patient to whom the designated card 2 was issued.
Such demographic information may comprise, for example,
the full legal name of the card holder, the address of the card
holder, the sex of the card holder, the date of birth of the card
holder, the height and the weight of the card holder, the eye
color of the card holder, etc. In the event that such information
is not available or readable at the time of the scan, then the
system and the method will only provide the radiation expo-
sure.

As diagrammatically shown in FIG. 1, the designated card
2, according to this embodiment, generally comprises a lami-
nated structure 6 which comprises both a first material, layer
or substrate 8 and a second material, layer or substrate 10.
Typically, both the first and the second substrates 8, 10 are
sandwiched between a pair of outer protective layers of the
designated card 2. If desired, each one of the first and the
second substrate 8, 10 may also be completely encased or
covered with a protective layer. The first substrate 8 is capable
of retaining and indicating any exposure (e.g., gamma radia-
tion) to high-energy radiation of the victim/patient carrying
the designated card 2. A suitable first substrate 8, for retaining
and indicating any high-energy radiation exposure of the
victim/patient, is alanine or calcium formate, for example.
The second substrate 10 is capable of retaining and indicating
any exposure (e.g., to X-rays) to low-energy radiation, of the
victim/patient carrying the designated card 2. A suitable sec-
ond substrate 10, for retaining and indicating any low-energy
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radiation exposure, is seashell or hydroxyapatite, for
example. Both substrates are capable of retaining free radi-
cals that are indicative of the radiation exposure of the victim.

Turning now to FIG. 1A, a second embodiment of the
designated card 2 is diagrammatically shown. According to
this embodiment, at least the first substrate 8, and more pref-
erable in both the first substrate 8 and the second substrate 10
(combined) are located in a desired section, e.g., in a corner
region, along an edge region, etc., of the designated card 2. As
with the previous embodiment, the designated card 2 is also
provided with a conventional magnetic strip, acomputer chip,
or some other conventional information or data storing device
4 that contains the desired demographic information concern-
ing the victim/patient to whom the designated card 2 was
issued so that all, or only a desired or authorized portion, of
such information or data, can be read and used to facilitate
treating of the other potential patients (elderly, disabled, pedi-
atric i.e.) that were in the vicinity of the nuclear detonation,
but may not have had his/her designated card 2 in his/her
possession at the time of the improvised nuclear detonation or
to facilitate collection of such data for use in connection with
a future radiological exposure.

A slightly modified version of the designated card 2 is
diagrammatically shown in FIGS. 2 and 2A. That is, accord-
ing to FIGS. 2 and 2A, the first and the second strips 8, 10 are
shown separate from one another along the same side edge of
the designated card 2 while a conventional magnetic strip, or
other conventional information or data-storing device 4,
extends along the entire width of the designated card 2.

With reference now to FIGS. 3 and 3A, a discussion con-
cerning suitable noninvasive self-testing test device 12, for
providing self-testing of a designated card 2, by the potential
victim/patient to whom the designated card 2 was issued, will
now be provided. One suitable noninvasive self-testing test
device, for providing self-testing of the designated card 2, is
generally disclosed and described in U.S. Pat. Nos. 7,868,616
and 7,589,529 and the full teaching and entire disclosure, of
both of those patents, is incorporated by reference in their
entireties into this application. However, such conventional
noninvasive self-testing test device must be modified in order
to receive and test the designated card 2, according to the
present invention, as will be described below in further detail.
Preferably, such noninvasive self-testing test device 12,
according to the present invention, weighs about 20 pounds or
less so as to facilitate incorporating such test equipment into
a self-standing kiosk 14, or some other light weight readily
portable or transportable device.

As generally diagrammatically shown in FIG. 3, the non-
invasive self-testing test device 12 is equipped with amovable
cardholder 16 that slides along a track 18. The movable card-
holder 16 generally has two positions, namely, a first
extended/loading position in which the cardholder is posi-
tioned and located for receiving the designated card 2 of the
victim/patient to be self-tested and a second internal scan-
ning/reading position in which the designated card 2 of the
victim/patient to be self-tested, supported by the cardholder
16, is positioned and located for scanning or reading. When
the movable cardholder 16 is in the first extended/loading
position, such position facilitates a victim/patient placing
his/her designated card 2 on the cardholder 16 located along
the slidable track 18, as generally shown in FIG. 3. Once the
designated card 2 is supported and retained by the cardholder
16, the victim/patient then inserts or pushes the cardholder
16, retaining the designated card 2, along the track 18 into the
interior compartment of the noninvasive self-testing test
device 12, shown in FIG. 3A, for scanning by a radiation
detection head 20 contained within the noninvasive self-test-
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ing test device 12. In addition, a conventional magnetic strip
reader 22 is also located, within the interior compartment of
the noninvasive self-testing test device 12, for reading the
magnetic strip contained on the designated card 2.

As the designated card 2 passes by and swipes and/or rubs
against the magnetic strip reader 22, or some other conven-
tional information reading device, the desired or authorized
portion of the victim’s demographic information, contained
on the designated card 2, can be read by the magnetic strip
reader 22 in a conventional fashion. It is to be appreciated that
in order to comply with the HIPAA Privacy and Security
Rules, only certain bits of information, contained on the mag-
netic strip 4 of the designated card 2, may be actually
retrieved by the magnetic strip reader 22, or some other con-
ventional information reading device, e.g., the address of the
designated card 2 holder, the sex of the card holder, the year
which the card holder was born, etc. A front panel of the
noninvasive self-testing test device 12 typically has a user
interface 24 by which the victim/patient can answer one or
more questions and thereby authorized reading of all, or only
an authorized portion, of the demographic information con-
tained on the magnetic strip 4. It is to be appreciated that at
least the address, of each of the potential patients being self-
screened, can be particularly useful because such information
may assist emergency personnel with determining which
area(s) or region(s), in the vicinity of the nuclear detonation,
were exposed to a clinically significant dose of ionizing radia-
tion and such information can assist with triaging many
potential patients prior to any of those potential patients per-
forming a self-testing of their associated designated cards 2.

Once the designated card 2 is fully inserted into and prop-
erly aligned with the radiation detection head 20, contained
within the self-testing test equipment as generally indicated
by FIG. 3A, at least the first substrate 8 can be read, in a
conventional manner, by the radiation detection head 20 of
the noninvasive self-testing test device 12 within a relatively
short duration oftime, e.g., typically about 20 seconds or less,
more preferably about 15 seconds or less, and most preferably
within a few seconds or less. It is to be appreciated that rather
than a single scan or reading, the device 2 may perform
between 2 to 10 readings, for example, and then averaged the
results of each reading in order to provide a more reliable
indicator of the amount of exposure to radiation detected on
the scanned designated card 2. Preferably, the device is able to
perform 10-100 kilo-cycles/second. Preferably both the first
substrate 8 and the second substrate 10 can be simultaneously
scanned and read by the radiation detection head 20 of the
noninvasive self-testing test device 12 typically within 20
seconds or less.

The noninvasive self-testing test device 12 is typically
provided with an indicator device or mechanisms 32A, 32B
and 32C, which readily displays the scanned radiation results
of at least the first substrate 8 of the designated card. 2 cur-
rently located within the noninvasive self-testing test device
12, e.g., whether or not at least the first substrate 8 was
exposed to a radiation dose greater than 2.5 Gy, for example.
It is to be appreciated that the sensitivity of the radiation
detection head 20 of the noninvasive self-testing test device
12 can be easily and readily adjusted, e.g., upward to 2.6,
2.7...3.0Gy, for example, or downwardto2.4,2.3...2.0Gy
for example, as necessary, depending upon the amount of
potential patients which are determined to have been exposed
to a clinically significant dose of radiation. Direct readings of
exposure throughout the range of exposure will also be
readily available to victims/patients and to first responders
and medical personnel.
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It is to be appreciated that all of the noninvasive self-testing
test devices 12 may be interconnected with one another, via
electrical wires or a wireless network, to facilitate communi-
cation with a central control center 26 as shown in FIGS. 4
and 5. The central control center 26 (see FIG. 5) and/or each
one of the noninvasive self-testing test devices 12 may be
provided with an algorithm that determines the radiation
threshold, e.g., 2.5 Gy, and then periodically adjusts the radia-
tion threshold, either upward or downward, depending upon
the quantity of the self-testing results which indicated that
potential patients requiring medical countermeasures and/or
medical treatment. That is, about 90% of the potential patients
being tested should typically be determined as requiring
either delayed, or possibly no, medical countermeasures and/
or medical treatment, while about 10% of the potential
patients being tested should typically be determined as
requiring further screening, triage and immediate medical
countermeasures and/or medical treatment.

Preferably each of the noninvasive self-testing test devices
12 is equipped with both a wireless transmitter 28 and a
wireless receiver 30, as well as conventional input and output
connections, in order to facilitate wirelessly/direct receiving
and transmission of information and commands to and from
the central control center 26, thereby facilitate substantially
instantaneous exchange of information and commands. The
wireless transmitter 28, the wireless receiver 30 the user
interface 24 and an indicator mechanisms 32A, 32B and 32C
(discussed below) are all coupled to a central processor 34, of
the noninvasive self-testing test devices 12, which facilitate
control of each of those components.

It is to be appreciated that the indicator mechanisms 32A,
32B and 32C of the noninvasive self-testing test device 12
could merely be provided with a set of lights, e.g., “red” light,
32A, a “yellow” light 32C, an a “green” light 32B, or direct
read, for example. That is, if the radiation detection head 20 of
the noninvasive self-testing test device 12 determines that the
first substrate 8 was radiated with a radiation dose of greater
than 2.5 Gy, for example—with the radiation threshold being
2.5 Gy, for example, then the first light (e.g., the “red” light
32A) is illuminated thereby indicating that immediate medi-
cal attention is required by the patient p the currently scanned
designated card 2. However, ifthe radiation detection head 20
of the noninvasive self-testing test device 12 determines that
the first substrate 8 was radiated with a radiation dose of 2.5
Gy or less, for example—with the radiation threshold being
2.5 Gy, for example, then the second light (e.g., the “green”
light, 32B) is illuminated thereby indicating that either
delayed, or possibly no, medical countermeasures and/or
medical treatment is currently required by the victim/patient
owning the currently scanned designated card 2.

Alternatively, in lieu of the indicator mechanisms 32A,
32B, 32C of the noninvasive self-testing test device 12 a
mating punch and die set 38 A and 38B which are arranged, on
opposite sides of the designated card 2 being scanned, when
the designated card 2 is located within the self-testing test
equipment and supported by the cardholder 16. In the event
that at least the first substrate 8 of the designated card 2 was
scanned as being radiated with a radiation dose greater than
2.5 Gy, for example, then the designated card 2 is automati-
cally punched/stamped, by the mating punch and die set of the
noninvasive self-testing test device 12. The punch 38 A, 38B,
of the indicator mechanism, provides the designated card 2
with unique identification indicia 39 that indicates that the
victim, to whom the designated card 2 was issued, requires
immediate medical attention. Such punching of the desig-
nated card 2, with the unique identification indicia 39 will
readily identify, to both the nonmedical and the medical staff,
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any victim(s)/patient(s) requiring immediate medical atten-
tion and this should minimize the possibility of any victim(s),
who were tested and determined as not requiring any imme-
diate medical attention, from being provided with immediate
medical attention, when such medical attention is not cur-
rently required and in limited supply.

As indicated above, the noninvasive self-testing test device
12 may be adjusted so that if the scanned result of at least the
first substrate of the designated card 2 is within the range of
2-3 Gy, for example, then either delayed or possibly no medi-
cal attention is required for victim/patient owning such
scanned designated card 2. However, if the scanned result of
at least the first substrate of the designated card 2 is greater
than 2-3 Gy but less than 8 Gy, for example, then this would
tend to indicate that immediate medical attention is warranted
and required for victim/patient owning such scanned desig-
nated card 2 so that further screening or triage of such victim/
patient, in the medical treatment area, can then occur, e.g., the
victim/patient may be given a blood test, urine test, respira-
tory or conventional diagnostic tests to determine more accu-
rately the actual dose of ionizing radiation that the victim/
patient was exposed to and design and implement a suitable
treatment plan for treating such exposed victim/patient.

For any victim/patient who may have received a generally
lethal radiation exposure, e.g., greater than 8-10 Gy, for
example, the designated card 2 of such victim/patient could
be indicated by third light, e.g., a “yellow” light 32C, for
example, and/or marked with a second unique identifying
indicia, 39", by the mating punch and die set 38A and 38B,
respectively, to indicate to both nonmedical and medical per-
sonnel that an alternative medical treatment procedure should
be administered to such victim/patient.

It is to be appreciated that depending upon the amount of
potential patients that are self-screened by the noninvasive
self-testing test device 12, as well as the initial results of the
self-testing of the designated cards 2 of such potential
patients, the radiation threshold of one or more of the nonin-
vasive self-testing test device 12 can be easily remotely modi-
fied or adjusted upward or downward by the central control
center 26. That is, if the scanned results of the designated
cards 2 of an excessively high number of potential patients,
that were self-screened, are determined to have a radiation
exposure of at least or greater than 2 Gy, for example, then the
radiation threshold of one or more of the noninvasive self-
testing test devices 12 can be modified to be higher such as 2-5
Gy, for example, so that only scanned results of the first
substrate 8 of the designated card 2 which are at least or
greater than 2.5 Gy will be indicated as requiring immediate
medical attention while scanned results of the first substrate 8,
of the designated card 2, which are less than 2.5 Gy will be
indicated as requiring either delayed or possibly no medical
attention.

A slightly modified version of the noninvasive self-testing
test device 12 is diagrammatically shown in FIGS. 4 and 4A
and 4B. As this embodiment is quite similar to the previous
embodiment, only the differences between this embodiment
and the prior embodiment will be discussed in detail.

According this embodiment, a front portion of the kiosk 14
has an insertion aperture 53 that facilitates insertion of the
designated card 2 into the self-testing test device 12. A first
pair of mating rollers 51A, 51B are located within the self-
testing test device 12 closely adjacent and on the opposite side
of the insertion aperture IA. The first pair of mating rollers
51A, 51B initially engage with the designated card 2 (see
FIG. 4), as the designated card 2 is initially inserted into the
self testing test devices 12, so as to facilitate feeding of the
designated card 2 into the self-testing test device 12.
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A second pair of mating rollers 52A, 52B is spaced from
the first pair of mating rollers 51A, 51B and the second pair of
mating rollers 52A, 52B facilitate insertion of the designated
card 2 into the measurement chamber 20 of the self-testing
test device 12 where the amount of radiation, contained on the
first substrate 8 and possibly the second substrate 10 of the
designated card. 2, are detected (see FIG. 4B). As shown in
FIG. 4A, when the designated card 2 is located between the
first and second pairs of mating rollers 51A, 51B, 52A and
52B, the magnetic strip 4 of the designated card 2 is exposed
and can be read by the magnetic strip reader 22 in a conven-
tional manner or by an optical reader 54 having an optical
field of view 55.

With reference now to FIGS. 5 and 6, use of the self-testing
test devices to scan at least the first substrate 8 of the desig-
nated cards 2 of a plurality of potential patients in order to
triage such potential patients, following a improvised nuclear
detonation or some other mass disaster, will now be
described. FIG. 5 is a diagrammatic map showing the nuclear
detonation blast which hypothetically occurred at location 40
which may be in an urban area, for example, possibly a sports
arena or some other private or public facility or structure
where a large crowd of people periodically gather. According
to this example, it is contemplated that tens of thousands of
people to millions will be at, or in the vicinity of location 40
and were possibly exposed, to some extent, to radiation given
off by this nuclear detonation or other mass casualty disaster.

Depending upon the size and content the nuclear detona-
tion, it is conceivable that any and all potential patients
located within radiussed area 42, e.g., a 2 mile radius, a 5 mile
radius, a 10 mile radius, or possibly a 20 mile radius, for
example, from location 40 where the nuclear detonation
occurred, may potentially have been exposed to a clinically
sufficient dose of ionizing radiation so as to warrant immedi-
ate medical countermeasures and/or medical treatment.
Alternatively, there may be a number of potential patients
who were not exposed to a clinically sufficient dose of ioniz-
ing radiation and thus not require any immediate medical
attention and thus may be administered either delayed, or
possibly no medical attention.

According to the present invention, as soon as practically
possible after a nuclear detonation occurs at location 40, e.g.,
can be pre-staged or deployed within 1-5 hours, a plurality of
remote peripheral self-testing sites 44A, 448, 44C, 44D, 44E,
44F can be easily set up, by local, state and/or federal authori-
ties, to facilitate self-testing of all of the potential patients
who may have potentially been exposed to radiation that was
given off as a result of the improvised nuclear detonation at
location 40. As indicated in the Background Section of this
disclosure, it is important to remove all potential patients,
including all potential patients who may potentially have
been exposed to such radiation as well as all potential patients
who were not exposed to any radiation, a safe distance away
from the nuclear blast site, at location 40, e.g., outside the
radius of area 42, as soon as practically possible so as to limit
any further or continued exposure of such potential patients to
any residual radiation. The local, state and/or federal authori-
ties will assist with prompt evacuation of all individuals a
determined radius from location 40. Preferably, each one of
these remote peripheral self-testing sites 44A, 44B, 44C,
44D, 44F, 44F will be located a safe distance away from the
location 40, where the nuclear detonation occurred, so as to
minimize any continued exposure of the potential patients to
the radiation while, at the same time, each remote peripheral
self-testing site 44A, 44B, 44C, 44D, 44EF, 44F will also be
located so as to provide relatively easy access by all poten-
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tially radiated potential patients in order to facilitate rapid
self-testing of the desired potential patients, e.g., within 1 to
48 hours.

As diagrammatically shown in FIG. 6, each one of the
remote peripheral self-testing sites 44A, 448, 44C, 44D, 44E,
44F is typically equipped with a plurality of the noninvasive
self-testing test devices 12 which are each typically incorpo-
rated and contained within a portable kiosk 14. Such kiosk
style self-testing test devices 12, 14 can be readily and easily
transported and setup, at a variety of desired locations about
the periphery of area 42, within a very short duration of time,
e.g. a few hours or so, and thereby permit self-testing by
potential patients who may have been exposed to radiation
shortly after the nuclear detonation or other mass disaster.

Each victim/patient will, during the self-testing procedure,
individually scan his/her designated card 2 to determine the
dose of ionizing radiation that is contained on at least the first
substrate 8, and possibly the second substrate 10, of the des-
ignated card 2. As noted above, the amount of radiation con-
tained on at least the first substrate 8 of the designated card 2
is a reliable indicator of the dose of ionizing radiation that the
victim/patient, to whom the designated card 2 was assigned,
was actually exposed during the nuclear detonation. The
above is based upon the assumption the designated card 2 was
in the actual possession of, or in close proximity to, the card
owner/potential victim/patient at the time of the nuclear deto-
nation. During a first process of the self-testing test, each
victim/patient may first be asked (time permitting) whether or
not the designated card 2 was in his/her possession at the time
of'the nuclear detonation. In the event that the answer is “yes”,
then the designated card 2 is scanned, as described above.
However, in the event that the answer is “no”, then the des-
ignated card 2 may possibly not be scanned and such victim/
patient is generally referred to appropriate nonmedical sup-
port staffor personnel or possibly asked to provide their name
and address and also indicate precisely where they were
located at the time of the nuclear detonation or other mass
disaster. In addition, they may provide further details con-
cerning where they were from the time of the nuclear deto-
nation up until the time of the attempted self-testing.

Thereafter, the nonmedical support staff or personnel, once
a sufficient amount of information is collected from a plural-
ity of self-screened potential patients, should be able to render
an educated determination of whether or not such victim/
patient, who did not have his/her designated card 2 in his/her
possession at the time of the nuclear detonation, requires
immediate medical attention or requires either delayed, or
possibly no, medical attention at all. Such educated determi-
nation will typically be rendered by identifying a sufficient
number of potential patients who were also at the same loca-
tion(s) as, or in the same or in close proximity to, the
victim(s)/patient(s) who did not have his/her designated card
2 in his/her possession at the time of the nuclear detonation.
For example, if a number of potential patients who were also
at the same location, or in the vicinity of, the victim(s)/
patient(s) who did not have his/her designated card 2 in his/
her possession at the time of the nuclear detonation were
determined as requiring immediate medical attention, then
the victim/patient who did not have his/her designated card 2
in his/her possession at the time of the nuclear detonation and
was at the same location(s), or in close proximity thereto,
most likely will require immediate medical attention and
should be sent to the medical treatment area for further
screening. If, onthe other hand, a number of potential patients
who were also at the same location(s), or in the same vicinity
as, the victim(s)/patient(s) who did not have his/her desig-
nated card 2 in his/her possession at the time of the nuclear
detonation were
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determined as requiring either delayed, or possibly no, medi-
cal attention at this time, then the victim(s)/patient(s) who did
not have his/her designated card 2 in his/her possession at the
time of the nuclear detonation and was at the same
location(s), or in close proximity thereto, will most likely
require either delayed, or possibly no, medical attention at
this time.

Based upon the determined results of the self-testing test
device, each self-screened victim/patient can then either be
sent: (1) to a first treatment area 46 where a lower level or
possibly delayed medical countermeasures and/or medical
treatment can be arranged and/or administered to such victim/
patient, or a delayed treatment program can be scheduled for
such victim/patient and each victim/patient sent home, (2) to
a second treatment area 50 where a treating drug(s) or medi-
cation(s) can be administered or possibly further screening of
such victim/patient can occur, e.g., a blood, urine or other
conventional testing can be performed in order to determine
the full extent of the radiation exposure by that victim/patient
so that suitable treatment plan can be immediately/promptly
initiated for such victim/patient, or possibly (3) to a third
treatment area 48 were alternative and/or appropriate medical
countermeasures and/or medical treatment can be adminis-
tered for any victim(s)/patient(s) who conceivably received a
lethal dose of radiation.

As noted above, preferably the central control center 26 is
connected wirelessly, or possibly hardwired, to each one of
the noninvasive self-testing test device 12 located at each of
the remote peripheral self-testing sites 44A, 44B, 44C, 44D.
44E, 44F. Such wireless communication facilitates transfer of
the self-testing test results to the central control center 26 so
that such nonmedical or medical personnel can instanta-
neously determine how many of the self-screened potential
patients will require immediate medical attention.

In addition, as noted above, if the self-testing of at least the
first substrate 8 of the designated cards 2 of the potential
patients reveals that an excessively high amount of potential
patients require immediate medical attention, then all adjust-
ment control signal can be sent out, from the central control
center 26 to each one of the noninvasive self-testing test
device 12, to incrementally increase the radiation threshold at
which a self-screened first substrate 8 will indicate that imme-
diate medical attention is required. For example, if the radia-
tion threshold is set at 2.5 Gy, then any scanned results of the
first substrate 8 either at or above this threshold, this will
result in an indication which indicates that immediate medi-
cal attention is required. Accordingly, the adjustment control
signal would include, for example, a command to increase the
radiation threshold to 2.7 or possibly 2.9, depending upon the
initial self-testing results of the potential patients that were
determined as requiring immediate medical attention.

Alternatively, if the self-testing of at least the first substrate
8 of the designated cards 2 of the potential patients reveals
that an excessively low amount of potential patients require
immediate medical attention, then an adjustment control sig-
nal can be sent out, from the central control center 26 to each
one of the noninvasive self-testing test device 12, to incre-
mentally decrease the radiation threshold at which a self-
screened first substrate 8 will indicate that immediate medical
attention is required. For example, if the radiation threshold is
set at 2.5 Gy, then any scanned results of the first substrate 8
either at or above this threshold, this will result in an indica-
tion which indicates that immediate medical attention is
required. Accordingly, the adjustment control signal would
include, for example, a command to decrease the radiation
threshold to 2.3 or possibly 2.1, depending upon the initial
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self-testing results of the potential patients that were deter-
mined as requiring immediate medical attention.

With reference now to FIG. 7, a discussion, relating to the
second treatment area 50 will now be provided. As noted
above, all potential patients directed to the second treatment
area 50 will eventually be administered at least one medical
countermeasure(s) and/or provided with some medical treat-
ment. However, the amount and type of medical countermea-
sures and/or medical treatment, to be administered to each
one of the potential patients in the second treatment area 50,
may possibly vary from victim/patient to victim/patient. For
example, if a relatively low number of potential patients are
currently located at the second treatment area 50, then further
screening of all or most of such potential patients can gener-
ally occur e.g. a blood, urine or conventional testing can be
performed to determine the full extent of the radiation expo-
sure by each such victim/patient so that a suitable treatment
plan can be devised and implemented for each victim/patient.
Moreover, such further screening or testing of all, or many, of
the potential patients located at the second treatment area 50
facilitates further triaging and segregation of the patient(s)/
victim(s), who conceivably received a lethal dose of radia-
tion, e.g., victim(s)/patient(s) who should be sent to the third
treatment area 48 where alternative and/or appropriate medi-
cal countermeasures and/or medical treatment can be admin-
istered, from those potential victim(s)/patient(s) who
received a clinically sufficient, but treatable, dose of ionizing
radiation. Such further triaging thereby ensures that the avail-
able medical medications and/or drugs are only administered
to those potential patients who received a clinically sufficient,
but treatable dose of ionizing radiation, and thereby con-
serves precious medical treating resources for the patient(s)/
victim(s) who could benefit most from the available medical
treating resources.

Alternatively, if a relatively high number of potential
patients are located within the second treatment area 50, then
further screening of all or many of those potential patients
may not be feasible. In such instance, all of the potential
patients, currently located at the second treatment area 50
may be administered essentially the same treatment plan in
order to treat, as quickly and efficiently as possible, the poten-
tial patients which are currently located within the second
treatment area 50.

For any victim/patient in which the self-scanning process
indicates that medical countermeasures and/or medical treat-
ment can be delayed for a few days or possibly a few weeks,
then such victim/patient may possibly be referred to a remote
site scheduling area 52 where each such victim/patient can
schedule an appointment(s) to be administered the necessary
medical countermeasures and/or medical treatment to that
victim(s)/patient(s) over the course of the next few days or
next few weeks. Alternatively, such potential patients can be
given a telephone number, an address, an e-mail address, etc.,
to contact in order to arrange/schedule one or more appoint-
ments for administering the necessary countermeasures and/
or medical treatment to the victim/patient.

During the scan by the radiation detection head 20 of the
noninvasive self-testing test device 12 it is initially desirable
for the radiation threshold value of each noninvasive self-
testing test device 12, to be set slightly on “the low side,” e.g.,
the radiation threshold value may initially be set at less than
2.0 Gy at possibly 1.8 Gy, for example, so that initially the
self-testing of at least the first substrate 8 of the designated
cards 2 of the potential patients will generally be over inclu-
sive. That is, it is typically better for the self-testing testing to
refer any victim/patient who may marginally have been
exposed to a clinically sufficient dose of ionizing radiation to
the second treatment area 50, in order to commence admin-
istration of appropriate medical countermeasures and/or
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medical treatment, rather than to delay such medical counter-
measures and/or medical treatment for such marginally
exposed victim(s)/patient(s).

It should be appreciated that the radiation detection head
20 may be one or several of the following measurement
devices: (1) an electron spin resonance spectrometer, (2) an
optical spectrometer, (3) a MOSFET-based electronic dosim-
eter, or (4) any other device conventionally understood to be
useful for the measurement of ionizing radiation.

20

In addition, it is to be appreciated that a variety of biologi-
cal samples, such as, a mouth swab, hair, a fingernail, urine,
other bodily fluids, as well is a non-biological sample may be
utilized in accordance with the present invention.

As alluded to above, it is to be appreciated the present
invention is also applicable to identifying victims/patients
requiring treating other types of mass disasters, such public
health emergencies, or routine health care involving a bio-
logical or a chemical incident or some other mass disaster not
involving radiation, or used in non-emergency or routine

It is to be appreciated that the noninvasive self-testing test " medical care involving self-testing, self-reporting and patient
devices 12, incorporated into a kiosk 14, can be located at informed decision making.
various public locations throughout the country, e.g., they can In th? above description and appensiesi drawings, itis to be
be permanent, stand-alone units which are distributed gppremated’that only the terms “consisting of” and “consist-
throughout a city, region, county, state or country. These . u}g lolnl}1/10f are to be clc))nstrued 1n5he gn}ltatlve sens(;: ‘ghﬂg
noninvasive self-testing test devices 12 will provide a number olall other terms are (o be construed as being open-ended an
. . . o Nt given the broadest possible meaning.
of Potentlal patients .Wl,th the ,ablhty to check periodically While various embodiments of the present invention have
their exposure to radiation during the course of the year(s). been described in detail, it is apparent that various modifica-
For example, many potential patients may live next to a  tions and alterations of those embodiments will occur to and
nuclear power plant and other facilities which emit some 20 be readily apparent those skilled in the art. However, it is to be
radiation and these noninvasive self-testing test devices 12 expressly understood that such modifications and alterations
will allow such victim/patient potential patients to checkand ~ are within the scope and spirit of the present invention, as set
monitor periodically their continued exposure to radiation. forth in the appended claims. Further, the invention(s)
By way of example, the currently rank and city population, described herein is capable of other embodiments and of
for the largest cities in the United States is as follows: 1. New 25 being practiced or of being carried out in various other related
York, N.Y., 8,143,197 people, 2. Los Angeles, Calif. 3,844, ways. In addition, it is to be understood that the phraseology
829 people, 3. Chicago, Ill. 2,842,518 people, 4. Houston, and terminology used herein is for the purpose of description
Tex. 2,016,582 people, 5. Philadelphia, Pa. 1,463,281 people, and should not be regarded as limiting. The use of “includ-
6. Phoenix, Ariz. 1,461,575 people, 7. San Antonio, Tex. ing,” “comprising,” or “having” and variations thereof herein
1,256,509 people, 8. San Diego, Calif. 1,255,540 people, 9. 30 is meant to encompass the items listed thereafter and equiva-
Dallas, Tex. 1,213,825 people, 10. San Jose, Calif. 912,332 lents thereof as well as additional items.
people. The following table shows the number of conven- What is claimed is:
tional machines needed depending, on cycle time and popu- 1. A system for facilitating triage of potential patients
lation screened. within a relatively short period of time by a self-scan per-
formed by each potential victim/patient, the system compris-
Machines Needed ing:
Devices for  Devices for
Devices for  Devices for  Performing  Performing
Performing  Performing 100,000 1,000,000
Scans  Scans per 1,000 Scans 10,000 Scans Scans Scans
Cycle time per hour 24 hours per 24 hr per 24 hr per 24 hr per 24 hr
15 sec 240 5,760 0.1736 1.736 17.36 173.6
30 sec 120 2,880 0.35 3.5 35 350
1 min 60 1,440 0.7 7 70 700
2 min 30 720 14 14 140 1,400
5 min 12 288 3.5 35 350 3,500
10 min 6 144 6.9 69 690 6,900
15 min 4 96 104 104 1,040 10,400
20 min 3 72 14 140 1,400 14,000
As is apparent from the above table, the present invention a plurality of noninvasive self-testing test devices located
is capable of facilitating of self-scanning of many thousands, at a plurality of self-testing sites;
or hundreds of thousands or millions of people with a minimal each one of the plurality of noninvasive self-testing test
amount of associated equipment. 55 devices facilitating self testing of each potential victim/

. . . e patient; and

[t is to be appreciated that. while t.he above deSCI:lpthIl each of the plurality of noninvasive self-testing test devices
generally refers to a substrate, is conceivable that a variety of - -

. . generating test results in view of the scan of each poten-
other 1te;ms or components would be.sultab.le to bescanned by tial victim/patient, whereby each potential victim/pa-
the .deV1ce accor dmg to the present invention. qu exampl.e a4 60 tient can then be screened and triaged based upon the test
variety of clothing items, such as, buttons, fabrics, clothing results of the scan of each potential victim/patient.
linings, foot wear, footwear linings, shoes, etc., may be fab- 2. A system for facilitating triage of potential patients
ricated from a material or be manufactured to incorporate a within a relatively short period of time by scanning of a
suitable substrate which is capable of being activated imme- substrate associated with each patient/victim, the system
diately, when exposed to radiation, and facilitate retaining ¢s comprising;

such radiation so as to form a reliable indicator of the amount
of radiation that the victim/patient was exposed.

a plurality of noninvasive self-testing test devices located
at a plurality of self-testing sites;
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each one of the plurality of noninvasive self-testing test
devices facilitating self screening of the substrate; and

each of the plurality of noninvasive self-testing test devices
generating test results in view of the scan of the sub-
strate, whereby each victin/patient can be identified
then screened and triaged based upon the test results of
the scan of the substrate.

3. The system for facilitating triage of potential patients
according to claim 2, wherein the substrate is incorporated
into a designated card, and the substrate is capable of retain-
ing and indicating any high-energy exposure of the substrate
to radiation.

4. The system for facilitating triage of potential patients
according to claim 2, wherein the substrate is incorporated
into a designated card which comprises at least one of an
identification card, a driver’s license, a voter ID card, a bank
card, a credit card, a gift card, and a college/student ID card;
and

wherein the substrate comprises a first material which is

capable of retaining and indicating any high energy
exposure of the first material to radiation and a second
material which is capable of retaining and indicating any
low-energy exposure of the second material to radiation.

5. The system for facilitating identification of potential
patients according to claim 4, wherein the designated card
contains at least one of a magnetic strip, a computer chip, or
an information or data storing device that contains desired
demographic information concerning the potential victim/
patient to whom the designated card was issued, and wherein
the first material comprises one of alanine and calcium car-
bonate, for example and the second material comprises one of
seashell and hydroxyapatite, for example.

6. The system for facilitating triage of potential patients
according to claim 2, wherein the noninvasive self-testing test
device comprises a cardholder which has a loading position,
which facilitates loading of the designated card to be self-
tested, and a scanning/reading position in which the desig-
nated card of the victim/patient to be self-tested, is located for
scanning or reading by a radiation detection head contained
within the noninvasive self-testing test device; and

wherein upon moving the cardholder from the loading

position to the scanning/reading position, a reader of the
noninvasive self-testing test device reads demographic
information of the victim/patient stored on the desig-
nated card.

7. The system for facilitating screening and triage of poten-
tial patients according to claim 2, wherein a front panel of the
noninvasive self-testing test device has a user interface by
which the victim/patient can answer one or more questions
and authorized reading of all, or only an authorized portion, of
the demographic information contained on the designated
card; and

wherein the noninvasive self-testing test device performs

between 1 to 10 readings, within 20 seconds or less, and
averages results of each reading in order to provide a
reliable indicator of an amount of exposure to radiation
detected on the designated card.

8. The system for facilitating triage of potential patients
according to claim 2, wherein each of the noninvasive self-
testing test devices is at least equipped with a wireless trans-
mitter and a wireless receiver in order to facilitate receiving
and transmission of information and commands to and from a
central control center, thereby facilitate substantially instan-
taneous exchange of information and commands, and a cen-
tral processor of the noninvasive self-testing test device con-
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trols operation of the wireless transmitter, the wireless
receiver, a user interface and an radiation indicator mecha-
nism.

9. The system for facilitating triage of potential patients
according to claim 8, wherein the indicator mechanism com-
prises a set of lights or readout, for example, if the radiation
detection head determines that the substrate was radiated with
aradiation dose of equal to or greater than a radiation thresh-
old, a first light is illuminated thereby indicating that imme-
diate medical attention is required by the victim/patient own-
ing the scanned designated card, but if the radiation detection
head determines that the substrate was radiated with a radia-
tion dose of less than the radiation threshold, then a second
light is illuminated thereby indicating that either delayed, or
possibly no, medical countermeasures and/or medical treat-
ment is currently required by the victim/patient owning the
scanned designated card.

10. The system for facilitating triage of potential patients
according to claim 8, wherein the indicator mechanism com-
prises a mating punch and die set, and if the radiation detec-
tion head determines that the substrate was radiated with a
radiation dose of equal to or greater than a radiation threshold,
the mating punch and die set is activate to punch the scanned
designated card thereby indicating that immediate medical
attention is required by the victim/patient owning the scanned
designated card, but if the radiation detection head deter-
mines that the substrate was radiated with a radiation dose
less than the radiation threshold, then the mating punch and
die set remains inactivated and does not punch the scanned
designated card thereby indicating that either delayed, or
possibly no, medical countermeasures and/or medical treat-
ment is currently required by the victim/patient owning the
scanned designated card.

11. The system for facilitating triage of potential patients
according to claim 2, wherein the system further comprises to
afirst treatment area where delayed medical countermeasures
and/or delayed medical treatment can be at least one of
administered or scheduled for victim/patient, and a second
treatment area where at least one of further screening of the
patients and administering of treating drug(s) or
medication(s) can be administered to the victim/patient.

12. The system for facilitating triage of potential patients
according to claim 11, wherein the further screening, when
necessary, of the patients comprises at least one of a blood
test, a urine test, a mouth swab, testing or screening of a
fingernail of the victim/patient, testing or screening of tooth
enamel of the victim/patient and testing or screening of a
bodily fluid in order to determine an extent of the radiation,
chemical, or biological exposure by that victim patient so that
suitable treatment plan can be initiated.

13. The system for facilitating triage of potential patients
according to claim 6, wherein the radiation detection head
comprises one of: (1) an electron spin resonance spectrom-
eter, (2) an optical spectrometer, (3) a MOSFET-based elec-
tronic dosimeter, and (4) or other device able to measure
ionizing radiation.

14. The system for facilitating triage of potential patients
according to claim 2, wherein each of the plurality of self-
testing sites comprises:

the plurality of noninvasive self-testing test devices which

facilitate self screening;

a first treatment area where delayed medical countermea-

sures or delayed medical treatment can be at least one of
administered or scheduled for victim/patient; and
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a second treatment area where at least one of further
screening of the patients and administering of treating
drug(s) or medication(s) can be administered to the vic-
tim/patient.

15. The system for facilitating triage of potential patients
according to claim 14, wherein the system further comprises
a third treatment area where alternative medical treatment can
be administered for any victim/patient who conceivably
received a lethal dose of radiation.

16. A method of facilitating triaging of thousands of poten-
tial patients within a relatively short period of time by scan-
ning of a substrate of a designated card issued to a victim/
patient, the method comprising the steps of:

issuing a designated card, having a radiation retaining sub-
strate, to a plurality of potential patients;

following a mass disaster, providing a plurality of nonin-
vasive self-testing test devices at a plurality of remote
self-testing sites;

permitting the plurality of potential patients to self-screen,
via one of the plurality of noninvasive self-testing test
devices, the substrate of the designated card;

indicating the test results of the scan of the substrate of the
designated card; and

triaging the plurality of potential patients based upon the
test results of the scan of the substrate of the designated
card.

17. The method of facilitating triage of potential patients
according to claim 16, further comprising the step of provid-
ing each noninvasive self-testing test device with a user inter-
face by which the potential victim/patient may answer one or
more questions and authorized reading of all, or only an
authorized portion, of the demographic information con-
tained on the designated card; and

performing, via the noninvasive self-testing test device,
between 1 to 10 scans of the designated card, within 20
seconds or less, and averages results of each scan in
order to provide a reliable indicator of an amount of
exposure to radiation detected on the designated card.

18. The method of facilitating triage of potential patients
according to claim 16, further comprising the step of desig-
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nating a first treatment area where delayed medical counter-
measures and/or delayed medical treatment can be at least
one of administered or scheduled for victim/patient, and
designation a second treatment area where at least one of
further screening of the patients and administering of
treating drug(s) or medication(s) can be administered to
the victim/patient.

19. The method of facilitating triage of potential patients
according to claim 16, further comprising the step of provid-
ing each of the plurality of self-testing sites with:

a) the plurality of noninvasive self-testing test devices

which facilitate self screening;

b) a first treatment area where delayed medical counter-
measures or delayed medical treatment can be at least
one of administered or scheduled for victim/patient; and

¢) a second treatment area where at least one of further
screening of the patients and administering of treating
drug(s) or medication(s) can be administered to the vic-
tim/patient.

20. The method of facilitating triage of potential patients
according to claim 19, further comprising the step of provid-
ing each of the plurality of self-testing sites with a third
treatment area where alternative medical treatment can be
administered for any victim/patient who conceivably
received a lethal dose of radiation.

21. The method of facilitating triage of potential patients
according to claim 18, further comprising the step, when
necessary, of further screening the patients by preforming at
least one of:

a blood test,

a urine test,

a mouth swab,

testing or screening of a fingernail of the victim/patient,

testing or screening of tooth enamel of the victim/patient,
and

testing or screening of a bodily fluid,
in order to determine an extent of the radiation exposure by
that victim/patient so that suitable treatment plan can be ini-
tiated.



